Your RFID Product Selection

Antenna

Design

Antenna Size

Antenna Alignment

Delivery

Format

Applications

ARC Specification

EOS-890 Sensor ST 94 x 24 mm dry Asygn AS3213S Cold Chain Management, ltem Level Tagging,
AS321x 3.70x0.94 in Sensors, Strain Sensing, Supply Chain
8900000002 WEL Management, Temperature Sensing
EOS-890 Sensor ST 94 x 24 mm wet Asygn AS3213S Cold Chain Management, ltem Level Tagging,
AS321x = = 3.70x0.94 in Sensors, Strain Sensing, Supply Chain
8900000003 WEL Management, Temperature Sensing
EOS-840 Sensor ST 70 x 25 mm dry Asygn AS3213S Cold Chain Management, Item Level Tagging,
AS321x m 2.76 x0.98in Sensors, Strain Sensing, Supply Chain

&
8400000008 o WEL Management
EOS-840 Sensor ST 70 x 25 mm wet Asygn AS3213S Cold Chain Management, ltem Level Tagging,
AS321x ﬂau 276 x0.98in Sensors, Strain Sensing, Supply Chain

&
8400000009 o WEL Management
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Your RFID Product Selection

Product Name Antenna Alignment
Product Code Inlay Across
Frequency Market Segment

Application Area

ARC Specification

International Standard

IC asygn-as3211,asygn-as3213l,asygn-as3213s User Memory
Delivery Format EPC Memory
Antenna Size Operating
Die-Cut / Finish Temperature

Size

Contact:

Tageos SAS (HQ) . 1340 rue de Pinville . 34000 Montpellier . France . sales@tageos.com . www.tageos.com
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